
Fuse ¹ ³

Throttle

Equal cable length

² See connection diagram of cable harness

Neutral switchMotor controller
Equal cable length

J5 ²
J3 ²

³ 1.6x nominal amp

Display

J1 ²

End resistor

J8 ²

48V Charger

Main power

Fuse ¹ ³

J2 ²

Electric motor

Motor temp. sensor

Data RS 485

48v WW Battery

Attention:
connect red wire
to battery side relay.

J7 ²

RJ45

J6 ²

End resistor

Mechanically operated
gearbox ¹

48v WW Battery

Rotation encoder

Main Switch ¹ ³

¹ Not supplied by WaterWorld

Data RS 485

Decouple capacitor ⁴

Ignition switch

 RJ45

48V relay

Main fuse ¹ ³

Main power

Battery Link

⁴ For aluminum boats

RJ45

Nominal voltage
Energy capacity

Connected

6800

WW-81048068

Wh

Power

Weight
51.2V

Wh

56.8V

Article number

+
Link

48

Energy capacity

Charge voltage

6800Wh

Comm.

Article number

Battery discharge o

48

6800Wh

Green

51.2V
Weight

-

6800

Serial no.: WW-48680000

Vent.

Orange

WW-81048068

Max. continuous charge

Serial no.: WW-48680000
Max. continuous discharge

Battery

150A

56.8V
Nominal voltage
Charge voltage

(blinking: connecting)

+

Max. continuous discharge 150A
Max. continuous charge

- Power

80A

- B
U

S

Red

61kg

Status Indicator

80A
61kg

O

Comm.Vent.

No connection
No cable connected

WW-9402
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